
Corrosion Resistant Inserts

• BUC200 Series 

Black Oxide Bearing Inserts, 
Wide Inner Race, Set Screw Locking

In. mm

UC 201 12 0,21
201-08 1/2 0,21
202 15 0,20
202-10 5/8 0,19
203 17 0,18
204 20 0,17
204-12 3/4 0,18

UC 205 25 0,20
205-14 7/8 0,23
205-15 15/16 0,21
205-16 1 0,20

UC 206 30 0,33
206-17 1-1/16 0,37
206-18 1-1/8 0,35
206-19 1-3/16 0,33
206-20 1-1/4S 0,30

UC 207 35 0,40
207-20 1-1/4 0,55
207-21 1-5/16 0,52
207-22 1-3/8 0,49
207-23 1-7/16 0,46

UC 208 40 0,65
208-24 1-1/2 0,69
208-25 1-9/16 0,67

UC 209 45 0,70
209-26 1-5/8 0,80
209-27 1-11/16 0,76
209-28 1-3/4 0,71

UC 210 50 0,80
210-30 1-7/8 0,87
210-31 1-15/16 0,82
210-32 2S 0,77

UC 211 55 1,08
211-32 2 1,23
211-34 2-1/8 1,18
211-35 2-3/16 1,06

UC 212 60 1,53
212-36 2-1/4 1,66
212-38 2-3/8 1,51
212-39 2-7/16 1,44
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Dimensions         mm

Bi Be Gm

14000

12.7 18.3 1/4-28UNF          
M6x1.0 12890

19  30.2  8 5-16/24UNF          
M8x1.085

90

49.2  22

9

55.6 25 22.2

51.6 24 19  32.6

 33.4 9

 39.7 10.5 25.4

Designation

65.1  27110

100

17110

1822032670

2084035110

28890

36000

3/8-24UNF          
M10x1.25

43330

3/8-24UNF          
M10x1.25

26000

51110

3/8-24UNF          
M10x1.25


